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 C4 and D4 Series
Cabinets

Amplifier Cabinets used for the
NetSOLO® Classic

Voice Evacuation System

An ISO 9001-2000 Company

7165-1703:0125 

SIGNALING

3022355S1869
APPROVED

FM
Approved

FDNY: 
COA-#6077

MEA

Description

The C4 and D4 Series Cabinets are designed to house the

Gamewell-FCI’s NetSOLO® Classic Emergency Voice
Evacuation AA Series amplifiers. These cabinets are con-
structed from 16-gauge steel.

The cabinet assembly consists of two parts: a backbox
and a solid, locking door.

The cabinets are available in black. This selection pro-
vides a stylish and a classic accent to the décor of the
facility lobby and the reception areas.

The key-locked door includes a pin-type hinge, two keys
and hardware that are used to mount the door to the back-
box. Right or left hinges are optional in the field.

The backbox is engineered so that it is easy to install and
maintain. Knockouts are positioned at numerous points to
easily aid the installer in bringing a conduit into the enclo-
sure.

Specifications

Dimensions C4 Cabinet D4 Cabinet
Height 37.13” (94.3 cm) 45.90” (116.5 cm)
Width 24”      (61 cm) 24”      (61 cm)
Depth 5.20”   (13.9 cm) 5.20”   (13.9 cm)

Ordering Information
Part Number Description
FCI-VDR-D4B Ventilated door, lock & key for SBB-D4
FCI-DR-C4B Door, lock & key for SBB-C4, black
FCI-CR-D4B Door, lock & key for SBB-D4, black
SBB-C4 Backbox, accepts 3 amplifiers, black
SBB-D4 Backbox, accepts 4 amplifiers, black
Equipment 
AA-100 Audio amplifiers installed in blank door
AA-120 Audio amplifiers installed in blank door
HPFF-8-CM Power supply installed in the 

FCI-VDR-D4B ventilated door
HPFF-12-CM Power supply installed in the 

FCI-VDR-D4B ventilated door

NetSOLO® is a registered trademark of Honeywell International Inc.

Features
• Constructed of 16-gauge steel backbox with

integral trough offset

• Offers a 90° opening door with zero clearance; 

180° opening door with full clearance

• Provides removable doors with zinc die-cast 

hinges

• Contains the backbox and the door ground studs 

provide positive ground

• Includes a slotted quarter-turn latch and key lock

MODEL FCI-D4-D4B door with SBB-D4 backboxMI-6SF
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